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Issued to:  DETEX CORPORATION 
302 DETEX DR 
NEW BRAUNFELS TX 78130 

   

This is to certify that 
representative samples of 

 FIRE EXIT HARDWARE 
See Addendum 

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  ANSI/UL 10C, Positive Pressure Fire Tests of Door 

Assemblies 
ANSI/UL 305, Panic Hardware 
CAN/ULC-S132,  Standard Method of Tests for Emergency 
Exit and Emergency Fire Exit Hardware 
ULC-S104, Standard Method for Fire Tests of Door 
Assemblies 

Additional Information:  See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Series F20, F50 and FV50 surface mounted vertical rods.  These devices may be suffixed with FC, ER, 
EB, EH, EI, ED, EX, EE, EM, H, EX x W, ED x EX, ER x EX, EE x ER or W, LD, ES or EA.   
 
Model Designations: 
Series F20 (consisting of Models F20 and F21) 
Series F50 (consisting of Models F50 and F51) 
Series FV50 (consisting of Models FV50 and FV51) 
Series  F27 (consisting of Models F27 and TF27) 
 


