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AO19 Activation Accessories
Post
The 105380-X and 105396-X Series Switch Posts are designed to provide a freestanding self-contained door 
activation device that can be installed at any location.

Benefits

Features
• The 105380 Series Posts come 

standard with a single switch 
cutout. 

• Microswitch includes Rubber 
Bellows for added weather 
protection.

• Interchangeable Surface and 
Inground Mounting Shoes or 
External Surface Mounting Foot 
available.

Electrical Options
• 104753-P Post Transmitter

• Attractive and built to withstand 
the toughest conditions.

• The 105396 Series posts are 
made of 5” square tubular steel that 
is 1/8” thick.

• The durable LongLife™ Finish 
protects against rust and consists 
of two coats: a zinc rich base coat 
on all surfaces and an industrial 
grade exterior powder coat finish.

• The integral plastic cap allows 
superior wireless signal range.

• An innovative ABS plastic rust 
shield fits under the mounting shoe 
to help block the corrosive action of 
concrete to steel contact.

• Durable Exterior Grade LongLife™ 
Finish with Rust Shield in Gray or 
Dark Bronze.

• The 105396 Series post is available 
with 2 switch cutouts.

• All versions can be ordered 
for either hardwired or wireless 
operation.

• Surface Mount with Internal Shoe. 
105380-1: Aluminum Concealed
105380-2: Bronze Concealed
105396-1: Aluminum Concealed
105396-2: Bronze Concealed

• Inground Mount. 
105380-3: Aluminum Staked
105380-4: Bronze Staked

• Surface Mount with External Shoe. 
105380-5: Aluminum Exposed
105380-6: Bronze Exposed
105396-5: Aluminum Exposed
105396-6: Bronze Exposed

• 104753-STX-P Sequencing Post 
Transmitter



Detex Corporation
302 Detex Drive

New Braunfels, Texas 78130-3045 USA
PH.  (830) 629-2900
        (800) 729-3839
FAX  (800) 653-3839
http://www.detex.com

USA Sales: 
marketing@detex.com

International Sales:
export@detex.com

Technical Information
• Rubber “Bellows” increases 

weather protection (included)
• Physical Size 5”W x 5”D x 42”H

Riser Diagram

Dimensions

Surface Mount with 
Internal Shoe

Surface Mount with 
External Shoe

Inground Mount

Warranty
1 Year Limited Manufacturer’s 
Warranty

Listings and Approvals

Building Hardware 
Manufacturers Association 
(BHMA) - ANSI/BHMA 
A156.10 & A156.19

September 12, 2018

Cancer & Reproductive Harm - www.detex.com/prop65


