
The DS-24W is a weatherized electric strike for use on gates and doors that are exposed to the elements.

ELECTRIC STRIKES
DS-24W
Weatherized Electric Strike

• Perfect for exterior doors and gates
providing access control outdoors

Benefits

• Handed - field reversible

• Fail secure / Fail safe / field
reversible

• Tested to hold over 2000 pounds

• Tested to over 1,000,000 life cycles

• Standard 24VDC. Easy to convert
to 12VDC

Features

Technical Information
• Max Current Draw:

12VDC = .28A
24VDC = .15A

• Standard 24VDC can be field
converted to 12VDC

• DS-24W-KIT - Includes electric 
strike, gate box and bracket (GBKT) 
for mounting on gates

Accessories

DS-24W

DS-24W-KIT 
Kit Includes:

• Factory set at 24VDC and for rim
panic device for easy installation

• Kit includes electric strike, gate box
and angle bracket for a variety of 
mounting options

DS-24W
GBKT
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        (800) 729-3839
FAX (800) 653-3839
http://www.detex.com

USA Sales: 
marketing@detex.com

International Sales:
export@detex.com

Finishes

Dimensions

10 Year Mechanical / 2 Year 
Electrical Manufacturer’s Limited 
Warranty

Limited Warranty

• 630/US32D Brushed Stainless
Steel on Strike

UL1034  Indoor/Outdoor 
  Burglary Resistant

Listings

Side View

Top View

• Gate Box is steel for field 
welding or painting

• GBKT bracket is aluminum

Electric Strike

GBKT Bracket

EN400-Gatebox
Weldable Gate Box

Dimension

For use the EN400 (mortise and cylindrical locks)
or EN400RP (rim exit devices).

Steel EN400-Gatebox does not come painted.

Gate Box
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